
To INSERT TUBING:  push the tubing into the connector until resistance 
is felt, then push a little further, about 1/8 inch [3 mm].   Gently tug on 
the tubing to make sure it is captured.

To REMOVE TUBING:  push the tubing in slightly, then push in the 
connector collar while pulling gently on the tubing.

When removing tubing,  DO NOT pull on the tubing without pushing in 
the collar,  as this will likely damage the connector.

UNLESS OTHERWISE SPECIFIED, DIMENSIONS

ARE IN INCHES. TOLERANCES ARE:

0.X       ±0.015

0.XX     ±0.010

0.XXX   ±0.005

INTERPRET GD&T PER ASME 14.5
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Insert #: 5IREG-1096-0x

Note:  Alternate outlet fitting provided.
l   Replace installed fitting as preferred.
l   Maintain cleanliness for oxygen service.
l   Torque to 20 in-lbs.
l   No Teflon tape required.

TUBING CONNECTION

INSERTING

Push in the tubing

REMOVING

1. Push in the connector collar

2. Pull the tube straight back
    while holding the collar in

Item Qty MQ Dwg Number Rev MR Part Number Description MH Short Description MH Vendor Part MH SCD Number MH Product Na...

1 1 0RGX0-215-000 D D 0RGX0-0215-92 Regulator Inlet Body Inlet Body MH 0RGX0-0215-92

2 1 1 0RGX0-203-000 C C 0RGX0-0203-00 Regulator Grip-Nut, CGA-540 Grip-Nut, CGA-540 MH 0RGX0-0203-00

3 1 1 0RGX0-221-000 E E 0RGX0-0221-00 Inlet Seat, CGA-540, Crown Type, Ø.041 Inlet Seat, CGA-540 MH 0RGX0-0221-00

4 2 1 09025-0024-00 Threaded Filter Insert, #10-32 x .195 Filter Bird Precision: RB# 
91097

5 2 09001-0010-75 O-ring, Viton, 2-010, V75 O-Ring (CGA-540N)

6 1 0RGX0-215-000 D D 0RGX0-0215-96 Regulator Inlet Body Inlet Body MH 0RGX0-0215-96

7 1 1 0RGX0-225-000 C C 0RGX0-0225-00 Regulator Inlet Seat SAE-4, HP/HF Crown Type, Ø.032 Inlet Seat, SAE-4 MH 0RGX0-0225-00

8 1 09001-1904-70 O-ring, Silicone, 3-904 (SAE-4), E70 O-Ring (SAE-4)

9 0 A/R 09030-0004-10 Shim, Flat Washer Type, SS, Ø.875 od x Ø.463 id x .010 Shim, .010 Seastrom 5710-188-10

10 0 A/R 09030-0004-16 Shim, Flat Washer Type, SS, Ø.875 od x Ø.463 id x .016 Shim, .016 Seastrom 5710-188-16

11 0 A/R 09030-0004-30 Shim, Flat Washer Type, SS, Ø.875 od x Ø.463 id x .030 Shim, .030 Seastrom 5710-188-30

12 1 1 09010-0040-00 Wave Spring, Ø.875 od x Ø.600 id x 7 turns x .395 wh Spring Smalley CS087-H5-S17

13 2 2 0RGX0-235-005 A A 0RGX0-0235-05 Regulator Piston, HP/HF, Ø.145 Puck-type Piston MH 0RGX0-0235-05

14 2 2 09001-3020-70 O-ring, EPDM, 2-020, E70 O-RIng

15 2 09001-1020-70 O-ring, Silicone, 2-020, E70 O-Ring

16 2 2 09001-3006-70 O-ring, EPDM, 2-006, E70 O-RIng

17 2 09001-1006-70 O-ring, Silicone, 2-006, E70 O-Ring

18 1 1 09020-0223-01 Valve Seat Flat Puck, KEL-F, Ø.145 x .062 Puck (HP)

19 2 1 C C 0RGX0-0239-00 Outlet Body Axial G 1/8 BSPP Outlet Body, Axial MH 0RGX0-0239-00

20 2 1 B B 5RV01-0001-00 Label, Regulator, RCV/RCR/RGX Axial Label MH 5RV01-0001-00

21 1 1 19056-0403-00 One-Touch Fitting, 4mm tube x 1/8 BSPP, 180° Axial Outlet Fitting, 4mm tube, 
Straight

Legris 3101-04-10

22 1 1 19056-0404-00 One-Touch Fitting, 4mm tube x 1/8 BSPP, 90° Elbow Outlet Fitting, 4mm tube, 90° 
Elbow

Legris 3199-04-10

23 1 19056-0603-00 One-Touch Fitting, 6mm tube x 1/8 BSPP, 180° Axial Outlet Fitting, 6mm tube, 
Straight

Legris 3101-06-10

24 1 1 19056-0604-00 One-Touch Fitting, 6mm tube x 1/8 BSPP, 90° Elbow Outlet Fitting, 6mm tube, 90° 
Elbow

Legris 3199-06-10

25 1 1 0RGX0-241-000 C C 0RGX0-0241-00 Regulator Outlet Body, Radial, 1/8 NPT Outlet Body, Radial MH 0RGX0-0241-00

26 1 1 A A 5RGX0-0001-00 Label, Regulator, XCR, RGX Radial Label MH 5RGX0-0001-00

27 1 1 00CPC-0016-00 QD Fitting, 5/16 QD Coupling x 1/8-27 NPT Threaded, 
Valved, Straight, Plastic

QD Outlet Fitting Colder PMCD1002

28 1 1 0RGX4-202-000 K K 0RGX4-0202-00 Regulator Outlet Body, 4-place Outlet Body, FPR MH 0RGX4-0202-00

29 1 1 09001-3611-70 O-ring, EPDM, 35mm x 2.0mm, E70 O-Ring

30 1 09001-1611-70 O-ring, Silicone, 35mm x 2.0mm, E70 O-Ring

31 1 1 ARGX4-0204-00 -0 - ARGX4-0204-00 FPR Regulator Cap Assy FPR Outlet Cap MH ARGX4-0204-00

32 1 0RGX0-217-000 -1 - 0RGX0-0217-00 Regulator, Cascaded Body Adapter Center Body, 2-Stage Reg MH 0RGX0-0217-00

33 1 1 09010-0044-00 Wave Spring, Ø.850 od x Ø.662 id x 9 turns x .385 wh Spring Smalley CS087-M6

34 1 1 09020-0220-02 Valve Seat Flat Puck, Neoprene, Ø.156 x .063 Puck (LP)

35 1 1 00VEN-0020-00 Dust Cap, Ø1.25id

36 1 09050-0020-00 Dust Cap, 7/16 SAE-4

37 5 19600-0002-00 Polyurethane Tubing, 4mm, Red, bulk/feet

38 1 M438 Shipping Box

39 1 5IREG-1092-0x Insert, 00REG-1092-0x Regulators

40 1 5IREG-1092-1x Insert, 00REG-1092-1x Regulators

41 1 5IREG-1096-0x Insert, 00REG-1096-0x Regulators

42 1 5IREG-1096-1x Insert, 00REG-1096-1x Regulators

43 1 5LREG-1092-04 Label, 00REG-1092-04 Regulator

44 1 5LREG-1092-06 Label, 00REG-1092-06 Regulator

45 1 5LREG-1092-10 Label, 00REG-1092-10 Regulator

46 1 5LREG-1092-14 Label, 00REG-1092-14 Regulator

47 1 5LREG-1096-04 Label, 00REG-1096-04 Regulator

48 1 5LREG-1096-06 Label, 00REG-1096-06 Regulator

49 1 5LREG-1096-10 Label, 00REG-1096-10 Regulator

50 1 5LREG-1096-14 Label, 00REG-1096-14 Regulator

GENERAL SPECIFICATIONS

Material: UNS C36000 (CDA-360) Brass
UNS A96061 (6061-T6) Aluminum

Inlet Pressure Rating: 3000 PSI MAX
Regulated Outlet: 16 ± 2 PSI (Dynamic) (NOM 1 Bar)

20 ± 2 PSI (Static)

Average Flow Rate: 40 L/min (AVG)
Temperature Range: -50°F to +130°F [-45°C to +55°C]

Inlet Fitting: SAE-4M 
Replacement O-ring: MH p/n 09001-1904-70 (SAE-4)

Outlet Fitting                Weight        
1096-04: G-1/8 BSPP x  4mm Tube 3.1 oz [88 g]
1096-06: G-1/8 BSPP x  6mm Tube 3.1 oz [88 g]

See also: MH document 5SREG-1096-0x
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